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The silex SX-3000GB is a professional USB Device Server that we recommend to allow the EasyTime USB Reader to be located
on a network beyond normal USB distance from the main EasyTime PC. Unlike most commonly available alternatives it has a
reliable chipset / software combination that allows the correct identification of the EasyTime USB Reader and its software driver.

Currently we do not recommend any other similar products.

1) Follow the setup procedure for the SX-3000GB for both Server and Computer configuration.
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Enter the Ethernet Address printed on this product or select it from the list.

Ethernet Address: 00 180 192 EA Fa
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192.168.0.203
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00:80.92.5a:fa:40
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2) Use the SX Virtual Link program to verify that the EasyTime Reader is visible, first check the program’s Options and then
right click on the EasyTime Reader object to set its properties:
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CLEAR SYSTEMS Ltd. EasyTime Reader V2.0
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Options

General | Search for device servers | Display [ Filter |

CLEAR SYSTEMS Ltd. EasyTime Reader V2.0 Properties

| General | Connect | pisconnect |
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@ Basic settings for SX Virtual Link.

Basic Configuration

SHnEn 2K Virtal Link 2t Windaws startup:

on't show SX Virtual Link main window on program launch

how a balloon notification when an error occurs

how a confirmation message when discornecting USE
evices

[T Automatically connect newly discovered USB devices

Automatic Refresh Configuration

Main window refreshinterval (360 secs) 10 2 secs
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5 Auto connect settings and application Inked with this device.

Auto Connect

[VIAutomatically connect this device when it is avaiable)

[Z11F an error occurs whie connected, automatically reconnect

[¥] start designated application when connected
%] C:Program Files\EasyTime218 start 1

[Tl Disconniect automatically when application is desed

ok J[ cacel |[  apply ]

As well as selecting the option for the SX Virtual Link program to launch at Windows startup, we recommend that for the

EasyTime Reader the “Automatically connect ...” and “If an error occurs ..” options are checked.

You can optionally add the EasyTime program or a custom script/bat-file to the “Start designated application ...” option.

3) Before proceeding with using the USB Reader with EasyTime please see our other technical bulletins regarding the COM port

number setting and the use of comOcom for Windows 7 problems if found necessary.
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The information contained in this document is correct to the best of our knowledge. However, where third-party products are involved we
cannot be held responsible for errors and omissions — please check with the manufacturer for up to date information.
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